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Note:

1) Flange Material: acc. MDS

revision history

Flange Workshop Drawing

Allg. Toleranzen (gerneral tolerance):

DIN ISO 2768-1 cL

Oberflachengiite (surface quality):
Ra 125

Freie Kanten:
R =22 mm

Hartstempelung (stamping):
Low-Stress-Stempel
Schrifthohe min. 8 mm

172,5°+ 0,5° 2) Low stress dot stamps to be used Anzahl (gty): | EEW Item No. Beschreibung (description): | Gewicht (weight): Kunsd:‘/;;rojekf (client/projekt):
DD 100 3) Stamping shall be done acc. to 3 49138-FLA0L-001 | 0SS Flange 14689 kg |0 0 Wind OCWO01
OTS-F-1131- Ch. 9.2. Datum (date) | Name (name)
Stamp fo be hard stamped with low KK -
Detail 2 ( 2 1 ) stress stamps. Height of the font Erstellt (prepared): | 17.11.2022 ->Krzyniarz Specia| P|pe
8 to be 8 - 20 mm. Gepriift (checked): 17.11.2022 M.Maier Constructions GmbH
B @) Alignment Mark &) Datum B is perpendicular to datum A. Gepriift (checked): Am Eisenwerk 1, 18147 Rostock
all surfaces Gepriift (checked):
Referenz Zeichnung: _ ; .
Ra@ e s VO1UMDI0 &CTCO rev.1-2 MaBstab (scale)| Seite (Page):
part st Zeichnungnr. (drawing no.): (1:60) 171
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